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PHANTOM

TECHNICAL SPECIFICATIONS

Max Flash Operating .
|
Item Color  Voltage Power LED LENS Patterns Mount Temperature Certification
081601 Single 12pcs 3W 22 SAE
DC10-33V  14W Reflex f/f;j‘n”t -301070°C  ECER65
R10
081602 Dual 24pes 3W 8
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Loosen the Mount the pole Fasten the screws Loosen the secure rings,
screws onto the bracket to secure the pole adjust the poles to
on the motorcycle the suitable heights,
and fasten the rings

WIRING

Single Color

=

Dual Color

RED For power supply to 10-33VDC

BLACK—— GND

YELLOW — Synchronization, flash pattern selection and reset

Connect YELLOW wires of all heads together for
synchronization

To change flash patterns, apply +VDC for less than 1 second
and release

Flash patterns will be reset when YELLOW wires are connected
to RED wire for more than 5 seconds

BROWN — Color 1 +10-33VDC
RED — Color 2 +10-33VDC
BLACK — GND

YELLOW — For synchronization, flash pattern selection and reset

Connect YELLOW wires of all heads together for
synchronization

To change flash patterns, apply +VDC for less than 1 second
and release

Flash patterns will be reset when YELLOW wires are connected
to RED wire for more than 5 seconds

FLASH PATTERNS

Single Color Dual Color
1 Random (Default) 12 | Quad (All) 1 | ECE R65 120FPM Single (All)
2 | Single (Split) 13| Quint (All)

2 | ECE R65 120FPM Double (All)
3 Double (Split) 14 | Mega (All)
4 | Quad (Split) 15| Ultra (All) 3 | ECE R65 120FPM Rotator (All)
5 | Quint (Split) 16 | Single-quad (All) 4 | Slow rotation (Al
6 | Mega (Split) 17| Single-H/L (Al

All

7 | Uttra (Split) 18 | ECE 65 Double Flash Phase 1 S | Quad (A
8 Single-quad (Split) 19 | ECE 65 Double Flash Phase 2 6 | ECE R65 120FPM Single (Split)
9 Single-H/L (Split) 20 | ECE 65 120FPM singleFlash Phasel

7 | ECER65 120FPM Double (Split)
10 | Single (All) 21 ECE 65 120FPM singleFlash Phasel
11| Double (Al) 22| ECE 65 125FPM Rotator Flash 8 | Quad (Spliy
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